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60 cabinets of sports stadium perimeter outdoor full color LED display:  

1.With more than 10000 HZ fresh frequency 
2.Wigh quality special  perimeter use mounting legs,  high class protective soft top cover & soft mask;  
3.High quality fast lock button,aluminum cabinet,& rental use flight cases 
4.New advanced energy saving, high brightness design. 
5.High class quality level with 5 years quality guarantee and free needed spare parts 
6.Delivery time: 100% newly finished in stock and can deliver to you in 1 working day 
7.One set of high quality 10KW diesel generator(220/110V) free charge: 

57.6 by 0.96 meters 55.296 sqm PH20mm 1R1G1B DIP346 outdoor LED video display with high class 
original SILAN LED chip,MBI5024 driving IC,standard sealed waterproof cabinet, 1 working day 
delivery time, high class quality level with 5 years quality guarantee 

Item No Quantity
Unit 
price 

Total Remarks

1 LED display body(USD/SQM) 55.296 835 46172  
2 Sending card(LINSN/Dpstar/ZQ-V8) (USD/SET) 1  229  229  
3 Receiving card (LINSN/Dpstar/ZQ-V8) (USD/SET) 62 55  3410  
4 Aluminum cabinet (USD/SQM) 55.296 100  5530  
5 1% spare parts free charge  1% 0  0  

LED 
display 
body & 
control 
system 

6 Flight case (USD/SQM) 55.296 120  6636  

7 
Mounting legs for the stadium perimeter 
display(USD/SQM) 

55.296 70  3871  

8 Soft top cover for protecting the player (USD/SQM) 55.296 30  1659  
9 Soft mask for protecting the player (USD/SQM) 55.296 60  3318  
10 Lock button (USD/SQM) 55.296 40  2212  

Optional 
items 
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Total(FOB Shenzhen)  USD 55341  
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◆ Technical Specification(P20mm): 

57.6 by 0.96 meters 55.296 sqm PH20mm 1R1G1B DIP346 outdoor LED video display 

Pixel configuration DIP346 1R1G1B 

LEDs configuration 
Red:wave length: 625~630nm;1100-1300mcd  
Green:wave length: 525~530nm;1900-2400mcd  
Blue:wave length: 470~475nm;500-700mcd 

Pixel pitch(mm) 20 
Pixel density(dots/㎡) 2500  
Calibrated brightness(cd/sqm,nit)  7500 nits(adjustable) 
Calibrated brightness proportion ratio R: G: B = 30%:60%:10% 
Color temperature 3,500° — 9,500° K(adjustable) 
Contrast ratio 4,500:1 
Brightness adjustment(dimming) 100 grade auto/manual-adjustment 

View angle(degree)(50% brightness)  
Horizontal: 120° (60° off center); Vertical: 70° (+25°/-45° off 
center)  

Readability viewing angle 
Horizontal: 150° (75° off center); Vertical: 90° (+35°/-55° off 
center)  

Color capability 4.4 trillion 
Refresh rate(Hz) >10000 Hz 
Frame frequency(Hz) >60 Hz 
Interface port DVI interface(DVI connector) 
Input signal VGA, Video, AVI, MOV, MPG, DAT, VOB etc. 
Protection grade IP65 front side/IP54 backside 
LED Drive  Constant-current drive 
Lifetime(hours)(50% brightness)  100,000 hours  
Signal transmission direction Horizontal 
Operating temperature(Celsius degree) -30～+65' 
Storage temperature(Celsius degree) -35～+70' 
Operation humidity(RH) 0-95% 
Operation humidity(RH) 0-99% 
Servicing Front and back serving optional 
Control mode Synchronous & asynchronous available 
Communication options Wire Ethernet, Fiber Ethernet,RF wireless,GPRS 
Power 120/240 V  AC single phase(50-60Hz) 
Maximum power consumption(W/SQM) 700 
Average power consumption(W/SQM) 280 
Screen operation mode(scan/static) static: 1/1 

Length 16 Module configuration(Pixels quantities of the 
module) Height 16 
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Length 320 
Module dimensions(mm) 

Height 320 

Length 3 
Cabinet configuration 

Height 3 

Length 960 

Height 960 Cabinet dimensions(mm) 

Width 170 

Length 60 Screen configuration(Finished complet screen 
system) Height 1 

Length 57.6000 
Screen dimensions(m) 

Height 0.9600 
Screen Size(㎡) SQM 55.2960 

Min 12 Recommend Optimal Viewing Distance: Minimum 
& Maximum  Max  272 

Length 2880 
Resolution ratio(dots/pixels) 

Height 48 
Aspect Ratio(L:H) 60.00000 

Packaging configuration 
2 standard cabinets in  a packing case(1 cabinet in 1 packing 
case when the unit cabinet is more than 1.5SQM) 

Packing material Wooden case/carton/flight case(optional) 
Packing quantities 30 
Packing volume(CBM) 19 

Length 1065 

Height 1165 Packing  Dimensions(mm) 

Width 520 

net 2074 
Packing weight(KG) 

gross 2799 
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Key Spare Parts List(free charge):  

Item  Quantity Remarks

1 Module (pc) 6  

2 Module Veil(pc) 6  

3 LED lamps(1R1G1B 3 pcs as 1 set)(set) 18  

4 Power supply(pc) 1  

5 Fan(pc) 2  

6 Power cable of cabinet(pc) 2  

7 Power cable of module(pc) 3  

8 Data Cable of Cabinet(pc) 2  

9 Data Cable(16-pin) of  module (pc) 3  

10 Data Cable(16-pin) of  the system (pc) 2  

11 Key of the cabinet (pc) 6  

12 Screws of  module(pc) 30  

13 Driving IC 15  

14 Hub card(pcs) 1  

15 Power connector of the cabinet(pc) 0  

16 Data connector of the cabinet(pc) 0  

Key 
components 
backup 

17 User manual of the LED display(English version)(set) 1  

18 
User manual of the control system(English 
version)(set) 

1  

19 User manual of the installation(English version)(set) 1  

20 
CD of the control system(original software & system 
confirguration settings)(English version)(set) 

1  

User manual

 
Tipical application(sports perimeter banner use) case: 



     Shenzhen ERALED Optoelectronics Co., Ltd.       

 
  

 

 

 

Address: ERALED Industry Park, Xincheng Road, Shajing town, Bao an District, Shenzhen, China  



     Shenzhen ERALED Optoelectronics Co., Ltd.       

 

 

Address: ERALED Industry Park, Xincheng Road, Shajing town, Bao an District, Shenzhen, China  



     Shenzhen ERALED Optoelectronics Co., Ltd.       

  

This is soft top 

cover for 

protecting 

player 

 

Address: ERALED Industry Park, Xincheng Road, Shajing town, Bao an District, Shenzhen, China  

This is mounting legs for  

the if need a certain degree 

for a better viewing angle 

This is soft rubber mask  
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Controlling Room: 
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Stadium arena LED display more application cases: 
Stadium arena LED display is used for showing the score of match and live broadcasting the match. 
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